. Sulphur balance over the BCRs and estimates of the masses of FeS formed within the BCRs over their period of operation.
. Sulphate concentrations measured in the pore water from Ports 8, 6, 4 and 2 for the (a) early; and (b) late sacrificed bioreactors. Port 8 was located 2cm above the influent and Port 2 was the effluent leaving the bioreactor matrix. BCR_W indicates a biochemical reactor containing the woodrich mixture and BCR_H a biochemical reactor containing the hay-rich mixture. Figure S2 . Composition of the solid matrices in the (a) wood-rich; and (b) hay-rich bioreactors. NDF/NDS stands for the ratio of neutral detergent fibre to neutral detergent soluble fractions. Error bars represent standard deviations of three replicate sub-samples and three technical replicates for each section of organic material. X-axis labels refer to the sections analyzed: P8 is the section from the influent to Port 8, P78 is the section from Port 8 to Port 7 and so on.
(a) Cellulose   p8  p78  p67  p56  p45  p34  p8  p78  p67  p56  p45  p34  p8 p78 p67 p56 p45 t=0 (b) Figure S3 . Composition of the neutral detergent fibre fraction in the (a) wood-rich; and (b) hay-rich bioreactors. Other refers to components of the NDF not accounted for as cellulose, hemicellulose or lignin. Error bars represent standard deviations of three replicate sub-samples and three technical replicates for each section of organic material. X-axis labels refer to the sections analyzed: P8 is the section from the influent to Port 8, P78 is the section from Port 8 to Port 7 and so on. 
